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Generalized Feedforward Control of Single-Phase
PWM Rectifiers Using Disturbance Observers

Rajesh Ghosh and G. Narayanan, Member, IEEE

Abstract—This paper presents a generalized feedforward con-
trol scheme for a single-phase boost rectifier, operating with in-
direct current control, to improve the dynamic response of its
output voltage against line and load disturbances, as well as for
changes in the reference voltage. Digital implementation of the
control method is discussed. A small-signal model of the converter
system is presented. The stability of the current loop at light loads
is studied. A method is presented to estimate the input voltage
and the load current without having to actually measure these
quantities for the purpose of feedforward control. Simulation and
experimental results are presented.

Index Terms—AC–DC power conversion, boost rectifier, current
control, digital control, feedforward systems, observers.

I. INTRODUCTION

S INGLE-PHASE pulsewidth-modulation rectifiers [1]–[3]
are increasingly used in power-factor-correction applica-

tions to comply with necessary harmonic standards [4]. Nor-
mally, low input current distortion and high input power factor
are achieved by employing a high-bandwidth current control
loop and a low-bandwidth (for example, 10 Hz) voltage con-
trol loop [3], [5]–[8]. The voltage loop is designed for low
bandwidth to avoid input current distortion caused by the
output voltage ripple. Such a rectifier system exhibits poor
dynamic response against input voltage and load disturbances.
The output voltage is unsteady, when there is pulsed loading [9]
and/or the input voltage contains dips or swells due to frequent
additions or rejections of bulk loads connected to the supply.
As a result, the components of the rectifier and its downstream
converter experience increased voltage and current stresses.
The other adverse effects are loss of regulation, increased cost,
and reduced efficiency of the downstream converter [10]–[12].

Several control techniques are reported in the literature to
overcome the above problems. These can be broadly classified
into three categories. The first one suggests different methods
to eliminate the low-frequency ripple from the measured output
voltage before it is processed by the voltage loop and, thereby,
to increase the bandwidth of the voltage loop. Notch filter-
ing, ripple compensation, dead-zone analog-to-digital converter
(ADC), and comb filtering fall under this category [6]–[8],
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[10]–[12]. Though a notch filter or a ripple compensator can
eliminate the second harmonic, it cannot eliminate the fourth
and higher order harmonics in the output voltage [11], [12].
As a result, the use of wide-bandwidth voltage loops in such
cases results in corresponding harmonic distortions in the input
current [11], [12]. The dead-zone ADC control [12] is reported
to have limit cycle oscillations at light loads, whereas the
implementation of the comb filter requires large memory
storage [11].

The next one is the regulation band [6], [7], where the
bandwidth of voltage loop is kept low at steady state to obtain
a sinusoidal input current. During transients, it is increased to
have a good dynamic response. The output voltage error is used
to determine whether the rectifier is at steady state or in the
transient condition. The input current, however, contains low-
frequency ripple during transients [6].

The last category is the feedforward control, where the
dynamic response of the output voltage is improved by injecting
measured disturbances as feedforward input to the system. For
instance, the input voltage feedforward is used to compensate
the input voltage disturbance [13]–[15]. If it is required to
compensate both line and load disturbances, then the input
voltage and load current feedforward scheme is employed
[16]–[18]. A similar input voltage feedforward scheme is used
in [3]. Instead of using load current feedforward, the dynamic
response of the output voltage against load disturbances is
improved by introducing an additional feedback loop parallel
to the voltage controller [3].

The feedforward control reported for a dc–dc converter [16]
and for an ac–dc converter [17], [18] work on the same prin-
ciple. In this approach, the original voltage loop is designed
for low bandwidth. Instead of depending on the slow voltage
loop, the input power reference (or input current reference) to
the converter system is quickly calculated and updated based
on the measured input voltage, output voltage, and load current.
The voltage controller only makes up for the system nonideali-
ties and ensures steady state accuracy.

In [17], the above control is demonstrated on a single-
phase boost rectifier system (two-switch and two-diode topol-
ogy) with a variable-switching-frequency hysteresis controller.
While implementing the above control, input voltage, input
current, output voltage, and load current are measured.

This paper extends the above control concept to single-phase
boost rectifier system, operating with indirect current control
[19], [20] at a constant switching frequency. Although input
voltage and load current are not required for indirect current
control or resistance emulation method, these quantities are
needed for the purpose of feedforward control to improve
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Fig. 1. Single-phase boost rectifier.

the output voltage response. Two disturbance observers are
proposed to estimate these two quantities without having to
measure these with sensors.

A complete analysis of the above system, including cur-
rent loop instability at light load and sensitivity of the pro-
posed estimators against parameter variations, is presented.
The proposed control is implemented on a TMS320LF2407-
based digital platform and validated on an experimental boost
rectifier prototype. The experimental results show improved
dynamic response of the output voltage. These are compared
with the corresponding experimental results as obtained with
conventional control (without feedforward) and also with the
proposed feedforward control using additional input voltage
and load current sensors.

II. INDIRECT CURRENT CONTROL

This section briefly discusses the indirect current control [20]
for boost rectifier (see Fig. 1), which is used to demonstrate the
proposed feedforward control.

The average input and output voltages vg and Vo of the boost
converter (Fig. 1) may be related to the duty ratio D of switch
S as in (1), where Vgm and ω are peak input voltage and
supply angular frequency, respectively. The desired switching-
cycle averaged input current Ig is shown in (2), where Re is the
emulated resistance of the converter, and Igm is the amplitude
of Ig [20]. A proportional–integral (PI)-type voltage controller
with output Vm as in (3) is used to control the output voltage Vo,
where Rs is current sensing gain [20]. Equations (1)–(3) yield
the discrete control law for the nth switching cycle as follows:

vg = (1 − D)Vo = Vgm sin(ωt) (1)

Ig = vg/Re = Igm sin(ωt) (2)

Vm = VoRs/Re (3)

D[n + 1] = 1 − (IgRs)[n]
Vm[n]

. (4)

The nth switching-cycle output of the voltage controller is
shown in (5), where eV [n] = KV (V ∗

o [n] − Vo[n]) is the output
voltage error, K1 and K2 are constants, V ∗

o [n] is the reference
output voltage, and KV is the output voltage sensor gain.
The equivalent analog representation of (5) is shown in (6) as
follows:

Vm[n] =Vm[n − 1] + K1eV [n] − K2eV [n − 1] (5)

Vm(t) =KPIKV eV (t) +
KPIKV

TPI

∫
eV (t)dt (6)

where KPI and TPI are the controller parameters. The desired
constants K1 and K2 may be related with KPI and TPI [21].

The corner frequency of the voltage controller is placed at
7.5 Hz. The corresponding parameters, KPI = 1 and TPI =
20 ms, ensure that the input current total harmonic distortion
(THD) factor, caused by the output voltage ripple, is within 1%.
A detailed method of selecting KPI and TPI is discussed in [22].

III. PROPOSED FEEDFORWARD CONTROL

Feedforward control is an effective means of attenuating the
effects of various disturbances acting on the system by adding
a feedforward signal, derived from the disturbance inputs,
to the output of the feedback controller. For instance, duty-
ratio feedforward improves input current displacement factor
[23], and reference current feedforward reduces input current
distortion [24]. The input voltage and load current feedforward
control improves the system dynamic response against line and
load disturbances [16], [17].

This section presents a feedforward control scheme for the
single-phase boost rectifier system, operating with indirect
current control [20], to make the converter system insensitive
to line and load disturbances besides improving the dynamic
response to changes in reference voltage.

A. Derivation of the Feedforward Term

It is seen in (3) that, in addition to input voltage, the steady
state input power Pin to the converter can be controlled through
Vm. The steady state output power Po is, however, decided by
the load current Io. The voltage controller adjusts Vm in a way
to maintain balance between Pin and Po by forcing the voltage
error eV to be zero. Using the input–output power balance (7),
the steady state value of Vm (3) can be expressed in terms of
Vgm, V ∗

o , and Io as follows:

Po =V ∗
o Io = VgmIgm/2 = V 2

gm/(2Re) (7)

Vm,ss =2IoRs (V ∗
o /Vgm)2 . (8)

The input–output power balance is disturbed during tran-
sients. The voltage controller is slow, and hence, there is a delay
in restoring the balance. This causes momentary discharging
or overcharging of the output capacitor Co, which is reflected
as undershoot or overshoot in Vo. The above transients could
be reduced considerably, if the input power could be changed
quickly in accordance with the output power to restore the
balance. This requires Vm to be changed fast.

Since the PI controller cannot be made any faster as dis-
cussed earlier, one can introduce a faster path parallel to the
voltage controller to change Vm. This is a feedforward path
using the right-hand side of (8). The voltage PI controller only
makes up for nonidealities and measurement errors and ensures
steady state accuracy.

The control parameter Vm[n] for the nth switching cycle is
now redefined in the following equation:

Vm[n] =Vm(V C)[n] + Vm(FF )[n]

=Vm(V C)[n] + 2
(

V ∗
o [n]

Vgm[n]

)2

IoRs[n] (9)
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Fig. 2. Computation of peak input voltage. (a) Theoretical. (b) Experimental.

where Vm(V C)[n] is the output of the PI controller and
Vm(FF )[n] is the feedforward term.

The feedforward term in (9) is a generalized one to compen-
sate for disturbances in the input voltage and/or the load current,
as well as for change in the voltage reference.

B. Computation of the Peak Input Voltage

The control (9) requires the peak input voltage Vgm[n]. The
peak input voltage can be obtained either using a peak detector
or by filtering the input voltage with a low-pass filter [3], [25].

The former method is prone to noise. Any noise in the input
voltage propagates in square through Vm(FF )[n]. On the other
hand, use of a low-pass filter introduces a long delay in peak (or
average) voltage sensing.

In this paper, the sampled input voltage vg[n] is integrated
over successive quarters of the line cycle as in Fig. 2(a). The
zero crossings of vg[n] are used for the necessary synchroniza-
tion. The integration constant K3 is selected in a way to obtain
Vgm[n] from the output of the integrator at the end of every
quarter line cycle before the integrator is reset. This method
is better than peak sensing because the computational delay is
only a quarter line cycle and the integration action attenuates
the sampling noises. It is also seen that a little variation of
line frequency around its nominal value has negligible effect on
Vgm[n]. Fig. 2(b) shows an experimental snapshot of Vgm[n].

C. Proposed Digital Controller

The block diagram of the rectifier system with the proposed
control is shown in Fig. 3. The control is implemented on a
TMS320LF2407-based digital platform. The measured input
current and output voltage are sampled at the middle of the
switch turn-off interval to avoid sampling the switching noises
[26]. The input voltage and load current information required
for computing Vm[n] (9) is obtained using two estimators,
which are discussed in greater detail in Section V. Fig. 4 shows
the control-timing diagram.

Fig. 3. Boost rectifier system with the proposed feedforward control.

Fig. 4. Timing diagram of the control algorithm.

IV. SMALL-SIGNAL ANALYSIS

The averaged small-signal analysis of a single-phase rectifier
system, employing the two-switch and two-diode topology, and
hysteresis controller is reported in [17]. This section presents a
similar small-signal analysis for the rectifier system shown in
Fig. 3 with the proposed method of control.

A. Small-Signal Model Without Feedforward Control

The switching-cycle averaged model of the rectifier system
(without feedforward) is obtained using (4), (10)–(12), and
Fig. 3 as shown in Fig. 5, where V ′

P = (1 − D)Vo as given
in (12), VL is the averaged voltage across Lb, and Id is the
averaged diode current. Considering all the possibilities, an
average delay Td = 1.5Ts is considered to represent the delay
involved in digital implementation [27]. We have

VL = Lb
dIg

dt
= vg − VP (10)

Id = Co
dVo

dt
+

Vo

Ro
= (1 − D)Ig = I2

gRS/Vm (11)

V ′
P = (IgRS/Vm)Vo = (1 − D)Vo. (12)

Equations (11) and (12) are linearized in (13) and (14) as
follows:

îd(s) = 2mg îg(s) −
(
m2

g/Rs

)
v̂m(s) (13)

v̂′
P (s) = mg v̂o(s) + Reîg(s) − (mgRe/Rs)v̂m(s) (14)

where mg = Mg sin ωt, and Mg = Vgm/Vo.
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Fig. 5. Averaged model without feedforward control.

Fig. 6. (a) Small-signal model without feedforward control. (b) Its simplified
model, showing the equivalent current loop.

Fig. 6(a) shows the small-signal model of the converter
system as obtained using (13), (14), and Fig. 5, where the
delay Td is represented by e−sTd ≈ 1/(1 + sTd) [28]. Fig. 6(b)
shows its simplified model, where it is seen that the system
has an equivalent current loop with I∗g as the reference current.
The loop gain of the current loop is shown in (15). It can be
seen that, if Td = 0 (i.e., in case of analog implementation),
the current loop is a first-order system with time constant
TI = Lb/Re as in [19]. However, because of the delay Td, the
effective current loop is a second-order system. Further, it can
be seen that, for a particular Lb and Td, the dc gain of (15)
increases with a decrease in load or an increase in Re, i.e.,

Gc(s)Hc(s) =
Re

s(1 + sTd)Lb
. (15)

Fig. 7 shows the bode plot of (15) for different loads (see
parameters in Table I). It can be seen that the system phase
margin decreases as the load is reduced. Therefore, at light
load, the current loop can have instability. This agrees with the
observations in [29]. In this paper, this issue is experimentally
verified in Section VI.

The voltage loop is much slower than the current loop.
Therefore, in order to analyze the voltage loop, the current
loop dynamics and the effect of delay Td may be ignored.
The current loop may be represented by its dc gain. With this,
the plant transfer function GL(s) is defined in (16), whose
parameters are shown in (17) as follows:

GL(s) =
KV v̂o(s)
v̂m(s)

∣∣∣∣
v̂g=0

=
GV KV

1 + sTV
(16)

Fig. 7. Bode plot of current loop gain.

TABLE I
PARAMETERS AND COMPONENTS OF THE SYSTEM

GV =
m2

gRo/Rs

1 + 2m2
gRo/Re

TV =
RoCo

1 + 2m2
gRo/Re

. (17)

The plant GL(s) depends on m2
g , where mg varies sinu-

soidally. This causes second harmonic ripple in Vo. However,
the quantity of interest in the small-signal analysis is the mean
value Vo, not the voltage ripple. Hence, m2

g in (17) may be
replaced by its average value (0.5M2

g ). With this, the simulated
and measured bode plots of GL(s) at rated operating condi-
tion are shown in Fig. 8(a) and (b), respectively. The corner
frequency of GL(s) is around 5.5 Hz.

The small-signal model [Fig. 6(b)] is further simplified in
Fig. 9(a), where the disturbance inputs v̂gm and îo are clearly
shown. The objective of the proposed feedforward control is to
compensate for the above disturbances by injecting equal and
opposite terms in the controller.

B. Small-Signal Model With Feedforward Control

The feedforward term Vm(FF ), as shown in (9), is linearized
in (18). The linearized small-signal model of the system is
shown in Fig. 9(b). It can be seen that the effects of the
disturbances v̂gm and îo on the voltage loop are completely
compensated by the feedforward inputs KV v̂gm and îoRs, i.e.,

v̂m(FF )(s) =
2Rs

M2
g

îo(s) +
4RsKV

KV RoM2
g

v̂∗
o(s)

− 2RsKV

KV ReMg
v̂gm(s). (18)

The compensated model is shown in Fig. 10.
The effective feedforward path, which is still present in the

system (Fig. 10) is the one, which is derived from KV v̂∗
o.
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Fig. 8. Bode plot of GL(s). (a) Simulation. (b) Experimental.

Fig. 9. Small-signal model. (a) Without feedforward control. (b) With feed-
forward control.

Fig. 10. Compensated small-signal model of the converter system.

In most of the applications, the reference voltage V ∗
o is unique

and constant (i.e., v̂∗
o = 0). In such cases, the above path re-

mains ineffective. However, when there is transient in V ∗
o , this

feedforward path comes in parallel with the voltage controller
and increases its effective proportional gain. This helps improve
the system dynamic response. However, the high proportional
gain slightly increases the overshoot and/or undershoot in out-
put voltage Vo as discussed in Section VI.

V. INPUT VOLTAGE AND LOAD CURRENT ESTIMATION

This section presents two disturbance observers to obtain
the required input voltage and load current information for
the proposed feedforward control. These may be used in
many power electronic systems to avoid sensing the above
quantities.

It should be noted that neither vg nor Io is a state of
the system. The states of the system (Ig and Vo) are first
estimated. The error between the estimated and the measured
values of the states is used to estimate vg and Io as discussed
below.

Fig. 11. (a) Input voltage estimation scheme. (b) Its per-unit equivalent
frequency-domain model.

A. Input Voltage Estimation

The input voltage estimation scheme is shown in Fig. 11(a),
where RL is the inductor resistance. The measured input
current Ig is estimated as Ĩg using the input side model of
the converter. The estimated input voltage ṽg is obtained by
processing the input current error (Ig − Ĩg) using a PI con-
troller as shown.

Assuming Vo to be a disturbance input, Fig. 11(b) shows the
per-unit equivalent model of the above system, where Vb and
Ib are the base voltage and base current, respectively, Ig(pu) =
Ig/Ib, Ĩg(pu) = Ĩg/Ib, and KP1 and Tc1 are the parameters of
the PI controller. In order to select KP1 and Tc1, one can choose
Tc1 = TL to cancel out the effect of pole (1 + sTL) and use a
high-valued KP1 to obtain a good estimation speed.

It should be noted that, unlike the actual pole voltage (VP in
Fig. 1), the computed pole voltage [VP in (Fig. 11(a)] does not
contain switching-frequency components as it is derived using
D. Due to this reason, the estimated input current Ĩg is smooth.
However, the sampled input current Ig contains sampling error,
which is reflected in the steady state error (Ig − Ĩg). It is seen
that the above sampling error gets amplified when a fast PI
controller is used. This causes increased harmonic distortion (at
sampling frequency) in ṽg .

Considering the above, the PI controller parameters are
chosen to be KP1 = 1.5 and Tc1 = 0.5 ms, which is a good
tradeoff between the estimation speed and the above distortion.
The 0-dB crossover frequency and the phase margin of the loop
gain are 7.5 kHz and 75◦, respectively.

B. Load Current Estimation

The load current estimation scheme is shown in Fig. 12(a),
where Rc is the equivalent shunt resistance of Co. It is derived
using the output side model of the converter. Here, the measured
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Fig. 12. (a) Load current estimation scheme. (b) Its per-unit equivalent
frequency-domain model.

output voltage Vo is estimated as Ṽo. The voltage error (Ṽo −
Vo) is processed in a PI controller, whose output is used as the
estimated load current Ĩo as shown.

Considering Ig to be a disturbance, the per-unit equivalent
model of the above system is shown in Fig. 12(b), where
Vo(pu) = Vo/Vb, and Ṽo(pu) = Ṽo/Vb. Similar to the input volt-
age estimation scheme, it is seen that a fast PI controller intro-
duces switching-frequency harmonic distortion in the estimated
load current. Considering the above, the PI controller parame-
ters KP2 and Tc2 are selected to be 2 and 10 ms, respectively.
The 0-dB crossover frequency and the phase margin of the loop
gain are 100 Hz and 45◦, respectively.

C. Performance Analysis of the Estimators

The estimation schemes shown in Figs. 11(a) and 12(a)
replicate the input and output sides of the rectifier, respectively.
Further, each contains a PI controller in the loop. Therefore,
in the steady state, the instantaneous errors between the actual
and estimated quantities are small as long as the parameters
Lb, RL, Co, and Rc remain around their nominal values.
However, in practice, the above parameters may vary with time,
temperature, etc.

In order to study the performance of the estimators against
real circuit parameter variations, sensitivity analysis is per-
formed [28]. The objective is to see the dependence of the
closed-loop transfer functions TI(s) = Ĩg(pu)(s)/Ig(pu)(s) and
TV (s) = Ṽo(pu)(s)/Vo(pu)(s) on the variations in the circuit
parameters. The corresponding sensitivities are defined in (19)
and (20) [28], where GI and GV are the respective open-loop
transfer functions, and Ke1 and Ke2 are defined as follows:

STI

GI
=

∂TI

∂GI
×GI

TI
=

s2TL+s

s2TL+(1+Ke1Tc1)s+Ke1
(19)

STV

GV
=

∂TV

∂GV
×GV

TV
=

s2Tc+s

s2Tc+(1+Ke2Tc2)s+Ke2
(20)

Ke1 =
VbKP1

IbRLTc1
Ke2 =

IbRcKP2

VbTc2
. (21)

The variations of the above sensitivities with frequency f1

are shown in Fig. 13, which are obtained by replacing s
with j2πf1 in (19) and (20) (see parameters in Table I). It
can be seen that the sensitivities are negligible in the regions
of interest. For instance, the input voltage estimator deals
with rectified sinusoid, which has dc and second harmonic

Fig. 13. Variations of sensitivities with frequency.

Fig. 14. Variations of the mean square errors (top) MSE_vg and (bottom)
MSE_Io with respect to Lb and Co.

(100 Hz) components. The corresponding sensitivities, as seen
in Fig. 13, are 0 and 0.06, respectively. Similarly, the load
current estimator deals with dc and has zero sensitivity in the
region of interest.

The sensitivity analysis is also verified through simulation.
Considering a ±20% variation around the nominal values of
Lb (6 mH) and Co (1100 µF), the converter system (Fig. 3)
is simulated in Matlab/Simulink platform. Fig. 14 shows the
simulation results, which are obtained at rated input voltage and
load current, where MSE_vg and MSE_Io are the normalized
mean square errors in the input voltage and load current esti-
mations defined as follows:

MSE_vg =
1
T

T∫
0

[(
vg(pu)−ṽg(pu)

)
/Vgm(pu)

]2
dt (22)

MSE_Io =
1
T

T∫
0

[(
Io(pu)−Ĩo(pu)

)
/Io(pu)dc

]2

dt. (23)

Here, Vgm(pu) is the peak of the per-unit input voltage vg(pu) =
vg/Vb, and Io(pu)dc is the dc component of the per-unit rated
load current Io(pu) = Io/Ib. It should be noted that Io(pu)

contains a small low-frequency ripple (due to output voltage
ripple).
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Fig. 15. Estimated input voltage. (a) Steady state. (b) Dynamic.

Fig. 16. Estimated load current.

Fig. 14 shows that the estimation errors under the rated
operating condition are small. The estimation errors for few
other operating conditions (load, input voltage, Rc and RL) are
also found to be small through simulation.

VI. EXPERIMENTAL VERIFICATION

The proposed feedforward control is verified on an exper-
imental prototype. The block diagram and parameters of the
prototype are shown in Fig. 3 and Table I, respectively. This
section presents the various experimental results as obtained
from the prototype.

A. Estimated Input Voltage and Load Current

The steady state and dynamic performance of the input
voltage and load current estimators are shown in Figs. 15 and
16, respectively. It can be seen that the estimated and the actual
quantities closely follow each other.

B. Steady State Input Voltage and Current

The steady state input voltage and current waveforms for 600
and 300 W of output power are shown in Fig. 17. The corre-
sponding input current THD are 3.7% and 4.3%, respectively.

Fig. 17. Input voltages and input currents at 10-kHz switching frequency.

Fig. 18. Input voltages and currents at different loads at 10-kHz switching
frequency.

In order to verify the current loop instability (see Section IV-A),
the converter output power is gradually reduced. It is found that
the above instability appears for an output power less than 75 W.
Fig. 18 shows the output voltage, input voltage, and input
current waveform at different loads, where the current loop
instability is clearly seen at a 50-W output.

One reason for the above instability is the delay Td asso-
ciated with the digital implementation (see Section IV-A). In
order to verify this, Td is reduced by increasing the switching
frequency from 10 to 25 kHz. Further, instead of 6 mH, a
4-mH boost inductor is used. No oscillations are observed in
the input current at 50 W load, as shown in Fig. 19. However,
it is found that the instability reappears for output power
around 45 W.

C. Dynamic Performance

The system dynamic response is tested with three possible
sources of disturbances, namely sudden changes in input volt-
age vg , load current Io, and reference voltage V ∗

o . In order to
make a one-to-one comparison, additional experimental results,
as obtained with conventional control (without feedforward
control) and with proposed feedforward control using input
voltage and load current sensors (without using estimators), are
presented.
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Fig. 19. Input voltage and current at 25-kHz switching frequency.

Fig. 20. Load dynamics. (a) Conventional control. (b) Feedforward control
with input voltage and load current sensors. (c) Feedforward control with the
proposed estimators.

The load dynamics corresponding to step changes in output
power between 300 and 600 W, under rated input voltage
condition, are shown in Fig. 20.

Fig. 21. Input voltage dynamics. (a) Conventional control. (b) Feedforward
control with input voltage and load current sensors. (c) Feedforward control
with the proposed estimators.

The system dynamics associated with step change in the
input voltage between 90 and 120 V rms, under rated load, are
shown in Fig. 21.

The dynamic responses of the system for a step change in
the reference voltage between 215 and 250 V, under rated input
voltage and 50% rated load, are shown in Fig. 22.

It is seen in Figs. 20–22 that the proposed feedforward
control significantly improves the dynamic performances of the
system over the conventional control method. The feedforward
control, when implemented with input voltage and load current
sensors, shows better dynamic performances over the results,
obtained with corresponding estimators. This is due to the
additional delay involved in the estimation process. Compared
to Fig. 22(a), it is seen in Fig. 22(b) and (c) that in case of
reference voltage dynamics, the proposed feedforward scheme
decreases the transient time at the cost of slightly increased
overshoot and undershoot in the output voltage. This is due to
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Fig. 22. Reference voltage dynamics. (a) Conventional control. (b) Feed-
forward control with input voltage and load current sensors. (c) Feedforward
control with the proposed estimators.

the increase of the effective proportional gain of the voltage
controller, as discussed in Section IV-B.

VII. CONCLUSION

A digital feedforward control scheme, capable of compen-
sating for line, load and reference voltage disturbances, has
been presented for a single-phase boost rectifier, operating with
indirect current control at a constant switching frequency. The
converter system is designed for a low-bandwidth voltage loop.
The dynamic response of the output voltage is improved by
updating the input power reference quickly according to the
load demand through a faster feedforward path. The required
input voltage and load current information are obtained using
two estimators.

The sensitivity analysis shows that the performances of the
proposed estimators are less dependent on the real circuit
parameter variations.

The small-signal analysis shows that the effective current
loop is a second-order system due to the delay associated with
digital implementation. The phase margin of the loop decreases
with a decrease in the load current. This leads to instability in
the current loop at light loads, which is investigated experimen-
tally. It is shown that the region of instability can be restricted
to be close to no load by increasing the switching frequency and
reducing the boost inductor value.

Finally, an experimental validation of the proposed feed-
forward control was presented on a digitally controlled boost
rectifier. The experimental results presented show improved
output voltage dynamic response over conventional control
(without feedforward). The dynamic response is comparable to
that with the feedforward control using input voltage and load
current sensors.
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