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Abstract 
  

Our experiments show that for two or more pieces of different lengths of 

a wire combined in parallel and connected to a dc source, the current ratio 

evolves towards unity as the combination is cooled to the superconducting 

transition temperature Tc, and remains pinned at that value below it. This 

equipartition of the total current is a surprise, but can be understood in terms of 

the progressive depression of superconducting fluctuations in the transition 

region due to the transport current. This equipartition without fine tuning is 

derived analytically from the Onsager-Rayleigh least dissipation principle 

governing the self organization (redistribution) of the current.  
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In the course of our experiments with the main objective of settling the 

now not-so-frequently asked, but nevertheless askable question [1] as to 

whether the resistance in the superconducting state is absolutely zero, or merely 

too small, we were lead to investigating how a given dc current divides between 

two or more conductors of different resistances connected in parallel as the 

combination is cooled through their common critical temperature Tc. To our 

surprise, the current ratio evolves monotonically, with cooling, towards unity, 

and stays pinned at that value below Tc. This equipartition of the total transport 

current between the two or more conducting arms connected in parallel, on 

approaching Tc, as also its persistence below Tc does not follow from our 

conventional understanding of the macroscopic current transport through the 

normal or the superconducting circuits, to the best of our knowledge [2-4]. After 

all, while the two resistances in parallel must go to zero simultaneously at their 

common transition temperature, their ratio could be arbitrarily different from 

unity. 

   

The fact that the current ratio evolves from its usual Ohmic value  (far 

from unity in the normal state much above Tc) to a “fixed point” value  ≈ 1 as T 

→Tc, and remains pinned at this value in the superconducting state raises 

several basic questions, in addition to being of obvious relevance to 
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superconducting circuits and electronics. Below we describe our experiment 

that uses contact-less current measurement (to avoid perturbing the current 

ratio), followed by a possible theoretical explanation based on the extremal 

dissipation principle [5], applied to the physics of paraconduction [6] in the 

transition region. 

The experimental arrangement used by us is sketched in fig.1. Here A and 

B form the two parallel arms of a superconducting loop of NbTi 

superconducting wire. A is a straight wire of length lA  (about 8 cm in one of our 

experiments) and B, of length lB,  (~300 cm in our experiments) is in the form of 

a circular coil in the proximity of which a precision Hall probe sensor S is 

placed for contact-less current measurements. To start with, path A is 

disconnected and a current I (= 6 Amperes in a typical experiment) from a 

constant current source is passed through path B. This generates a magnetic 

field Hn1 whose value (= 132 Gauss) is measured by the Hall probe Gauss 

meter. This contact-less probe ensures that the measurement itself does not 

perturb the current division in any way. Then the path A is connected in parallel 

with B (While doing this the respective ends of the two wire pieces are twisted 

together for about 2.5 cm each so that a single NbTi path connects the NbTi 

loop to the copper wire on either side. This is to eliminate the effects of any 

possible asymmetric bifurcation of the current and the consequent differential 

terminal resistance when the loop goes superconducting.). Now the field Hn2 
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generated by B is again measured. It is found that Hn2 = 4.5 Gauss which is 

nothing but Hn1/(k+1), where k = lB / lA is the ratio of the two wire lengths or 

equivalently of their resistances.  This is of course, a simple consequence of the 

fact that the two resistances are connected in parallel. 

                   Now the assembly is cooled to liquid helium temperature (4.2 K), 

i.e., below the transition temperature of the NbTi wire (Tc= 9.3 K) and the 

magnetic field produced by the coil B is measured again. We find a value of 61 

Gauss corresponding to a current flow of 3 A, i.e. one half of the total current. 

Figure 2 presents the results of this experiment along with the schematic 

diagram in the inset. In figure 3, the results of another experiment (carried out 

with a different coil) are also shown in which we had three parallel paths instead 

of two. In this case, we observed that one third of the total current passed 

through the coil. Thus the main observation of this work is that the current ratio 

evolves from its usual Ohmic value (far from unity in the present case) in the 

normal state much above Tc,  to a value very close to unity as the transition 

(which had a small but finite width) was approached from above Tc. Moreover, 

the current ratio remained pinned at this value (i.e. close to unity) in the 

superconducting state below Tc. This evolution of the resistance ratio (or 

equivalently, the current ratio) converging to a “fixed point” ≈ 1, and its 

remaining pinned at this value below Tc seems to have escaped attention until 

now. This evolution of current ratio towards equipartition clearly involves some 
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interesting physics- of a redistribution of the total current, towards equality 

between the parallel arms, in the transition region without requiring fine tuning. 

In the following a possible interpretation of this result is given first in heuristic 

terms of the partial suppression of superconducting fluctuations in the transition 

region (well known in the context of paraconductivity in this region [6]) caused 

by the finite transport current driven through the conductors. This suppression 

provides a non-linear negative feedback that changes the resistance of the two 

arms towards equality iteratively. Essentially, this amounts to making the 

resistance a function of the transport current flowing through it — a non-

linearity with ,2,1,0 => i
dI
dR

i

i  i.e., a suppression of the paraconductivity with 

increasing transport current.  Then, a possible derivation of this self-

organization is presented in terms of the extremal (Rayleigh) dissipation 

principle [5]. 

The transition region (normal-to-superconducting) is known to be 

dominated by superconducting fluctuations that lower the dc resistances of the 

two wire pieces in parallel. These fluctuations are, of course, the critical 

fluctuations that give paraconductivity, over the small but finite width of the 

transition. Now, a transport current through the conductor (in the transition 

region) tends to suppress these superconducting fluctuations (much as a current 

beyond the critical value would totally destroy superconductivity), and 
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therefore, it will have the effect of partially reducing the paraconductivity. Thus, 

if initially (far above the critical temperature) R1 > R2, or equivalently, I1 < I2, 

then the lower current I1 will cause lesser suppression of the paraconductivity in 

the arm 1 relative to that due to I2 in arm 2. As a result, the resistance ratio will 

change towards equality. Inasmuch as the paraconductivity (superconducting 

fluctuation) increases with approach to criticality, the above effect should 

become progressively more dominant and drive the resistance ratio recursively 

to unity.  

The above non-linear (negative) feedback effects can be now formally 

treated by invoking the principle of extremal dissipation [5].  Specifically, 

consider the case of a parallel combination of only two pieces of the wire, 

labelled 1 and 2. Here the dissipation function W(I1 I2) for the Ohmic loss 
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is to be extremized subject to the constraint I1 + I2 = I  (fixed with I1 and  I2 > 0),  

to be imposed through the Lagrange multiplier (λ). Here following our 

discussion above, the resistances R1 and R2 are explicitly shown to be functions 

of the currents they carry, with ∂R1/∂I1, ∂R2/∂I2 > 0.  
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Now the variation straightforwardly gives 
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From these two, we get 
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where we have used the condition R1I1 = R2I2 for the two resistances connected 

in parallel. 

 

Now, as we approach criticality, i.e. τ = (T-Tc )/ Tc → 0, we expect the 

functional form  

           R1(T,I1) = l1f(τ, I1) 
                                                           ………..   (4) 

           R2(T,I2) = l2f(τ, I2)           

  

that is to say that f(τ, I) is common to both the wires, and, of course, it vanishes 

as we approach Tc. This is essentially requesting a limited universality as we 

approach the criticality. Here we have factored out the extensive parameters, l1 

and l2, the lengths of the two wire pieces from R1 and R2 respectively. It is to be 

noted that the currents I1 and I2 are in our case intensive parameters inasmuch as 
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the two currents flow through the entire lengths of the two wires (that have 

different lengths in general but the same cross section. i.e., they are two pieces 

of the same wire. The main point is that the scaling function f is the same for the 

two arms in parallel, while the prefactors l1 and l2 may be different. Then, (1) 

and (2) imply, for a smooth monotonic function f, that I1 = I2 as we approach the 

transition. And once below the transition temperature Tc, the equality I1 = I2  

remains protected by the Meissner effect. This then explains all our 

observations. It is readily verified that the above derivation holds true for the 

more general case where we have more than two pieces of a wire connected in 

parallel.  

Clearly, the question as to how general the above conclusion is, will 

require further work, e.g., trying different diameters and materials for the two 

resistances in parallel, but, of course, these must have the same critical 

temperature.  Also, the above treatment applies only to the case where the 

system already carrying the total impressed current I is cooled towards the 

critical temperature. The situation, where the system is already in the 

superconducting state, and then the current is impressed is quite different. Here 

we should expect to observe the usual relation I1L1 = I2L2  to hold [2], where L1 

and L2 are the inductances of the two arms. 

An interesting system to study would be the case of wires of weak linked 

granular materials, e.g. the high-Tc  superconducting materials where the 
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transport current induced suppression of the superconducting weak links in the 

wires is well described by the Lawrence-Doniach model [7] and one could 

therefore apply the extremal dissipation theory as above. 

In summary, we have reported a novel phenomenon with respect to the 

division of current in parallel conducting paths in which the total current is 

found to divide equally among the paths irrespective of their inductances and 

the normal state resistances as the system is cooled to and below the common 

superconducting transition at Tc. This equipartition should be relevant to system 

geometries where the divided (series-parallel) superconducting circuit is cooled 

to and below Tc in the presence of a transport current. It also provides an 

interesting laboratory example for self-organization without fine tuning and for 

the application of the principle of extremal dissipation, that has been attracting 

considerable attention lately [5]. 

                                                                                                                                                       

The funding provided by the University Grants Commission, India for this work 

is gratefully acknowledged. The authors thank S. Kasturirengan and 

K.V.Ramanathan for the loan of NbTi wire and the Gaussmeter respectively. 

One of us (NK) would like to thank the Department of Atomic Energy, (DAE), 

India, for the support received.  

                                              --------------------------------- 

*Electronic address for correspondence: svbhat@physics.iisc.ernet.in. 

 9 



 

 

References 

[1]. W. Buckel, Superconductivity, Fundamentals and Applications  (VCH, Weinheim, 

Germany, 1991) p 9.  

 
[2]. C.P.Poole, Jr., H.A.Farach and R.J.Creswick, Superconductivity, (Academic Press,  

        New York, 1995) p 456. 

[3]. J.H. Hinken, Superconductor Electronics, (Spronger-Verlag, Berlin1989) p 6. 

[4]. A.C.Rose-Innes and E.H.Rhoderick, Introduction to superconductivity, (Pergamon Press, 

New York, 1969) p 13. 

[5]. For a recent discussion of generalization of the Onsager-Rayleigh principle of least  

     dissipation of energy, see R.C.Dewar, J. Phys. A: Math. Gen. 38, L37 (2005).  

[6]. R.E.Glover, Phys. Lett. 25A, 542 (1967). 

 [7. W.E.Lawrence and S.Doniach, Proc. 12th Int. Conf. Low Temperature 

Physics. (Kyoto 1970), ed. E. Kanda (Tokyo, Keigaku1971) p. 361. 

 

 

 

 

 

 10 



FIGURE LEGENDS: 

 

Figure 1: The sketch of the experimental set up used. The part of the assembly 

enclosed in the dashed box could be inserted in an Oxford Instruments 

continuous flow cryostat for temperature variation. The coil B has 50 turns of 

NbTi wire of diameter 18 mm. Path A is made up of about 8 cm of straight 

length of the same NbTi wire. Respective ends of the two paths are twisted 

together for about 2.5 cm each so that a single NbTi path connects the NbTi 

loop to the copper wire on either side. This is to eliminate any possible effects 

of asymmetric bifurcation of the current and differential terminal resistance 

between the superconducting loop and the normal copper wire. 

Figure 2: Equipartition in two parallel superconducting paths. The magnetic 

field measured and the corresponding current flowing through the coil are 

shown (a) when the entire current is flowing through path P2 only and  (b) when 

the path P1 is connected in parallel with  P2. The inset shows the schematic of 

the experimental arrangement. 

Figure 3: Equipartition in three parallel superconducting paths. The magnetic 

field measured and the corresponding current flowing through the coil are 

shown (a) when the entire current is flowing through the coil and (b) when two 

separate wires are connected in parallel with the coil. 
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